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CONVERTIDOR LATCH
BIDIRECCIONAL 2 HILOS - 3 HILOS LATCH CONVERTER

CONVERTIDOR LATCH  
BIDIRECCIONAL 2 HILOS -3 HILOS 
           Latch converter 

 
El convertidor Latch es un producto diseñado para 
solucionar los diferentes problemas de compatibilidad 
existente entre la amplia variedad de automatismos y 
programadores con solenoides tipo Latch más usados en 
el mercado. 

Compatible con: 
• Programadores como Galcon, Facimatic, Baccara, 

Motorola, Progres, Ntc, Maher, Rain-Bird, Hunter, 
etc. 

• Solenoides latch de Baccara, Bermad, Galcon, 
Bürkert, etc. 

• Temperatura funcionamiento: -55 ºC - 90 ºC 
• Totalmente libre de Pb y cumple con la normativa 

RoHs (2002/95/CE) 
• Alta eficiencia con un tiempo de respuesta de 90 ns 
• Características máximas a 25ºC : 

o Tensión: 35 V 
o Corriente: 2,34 A 
o Potencia disipada: 0,73 W 

 

The Latch converter is a product designed to solve the 
different compatibility problems existing between the 
wide variety of automations and programmers with Latch 
type solenoids most used in the market. 

Características           Characteristics 

Compatible with 
• Controllers such as Galcon, Facimatic, Baccara, 

Motorola, Progres, Ntc, Maher, Rain-Bird, Hunter, 
etc. 

• Solenoids latch from Baccara, Bermad, Galcon, 
Bürkert, etc. 

• Operating temperature = -55 ºC - 90 ºC 
• Totally free of Pb and complies with the RoHs 

regulation (2002/95 / CE) 
• High efficiency with a response time of 90 ns 
• Characteristics at 25ºC: 

o Voltage: 35 V 
o Current: 2.34 A 
o Dissipated power: 0.73 W 

Características          Characteristcs 

Cod. Descripción / Description Un. Caja / Box 

044032 Convertidor Latch / Latch converter 50 


